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CONVERSION FACTORS, NON-SI TO SI (METRIC)

UNITS OF MEASUREMENT

Non-SI units of measurement used in this report can be converted to SI (met-

ric) units as follows:

Multiply By To Obtain

cubic feet 0.02831685 cubic metres

feet 0.3048 metres

foot-pounds (force) 1.355818 metre-newtons
or joules

horsepower (550 foot-pounds 745.6999 watts
(force) per second)

inches 2.54 centimetres

pounds (mass) 0.4535924 kilograms

pounds (mass) 16.01846 kilograms per
per cubic foot cubic metre
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DRY-SOIL COMPACTION INVESTIGATION

PART I: INTRODUCTION

Background

1. Field compaction of soils is generally envisioned as being under-

taken with the soil at some nonzero optimum moisture content at which maximum

density will be obtained. Circumstances, however, may dictate that field com-

paction be accomplished with the soil at a water content considerably drier

than the conventional optimum value or even at- or near-zero water content.

Such circumstances may include physical characteristics of the particular soil

involv,-4, r-evailing soil-moisture conditions in the construction environment,

or otb-r. physical constraints such as scarcit) of water.

2. It Is well recognized that the optiim moisture content of a soil is

determined from the moisture-density relations of that soil, as indicated by a

standard laboratory compaction test. For fine-grained soils, the optimum

moisture content generally occurs at some nonzero value associated with the

maximum or peak dry density, as shown on the moisture content-dry density plot

(Curve A, Figure 1). For sands and some other coarse-grained materials, the

characteristic curve may indicate two peak values -- one at zero water content

and one at a nonzero value (Curve B, Figure 1). For such a material, it is

considered accepted practice for field compaction to be conducted at either

water content. For some coarse-grained materials, the relationship may be

essentially linear with no definable peak (Curve C, Figure 1). For a material

of this type, it is obvious that field compaction should be conducted at as

high a water content as feasible and, conversely, compaction at a low water

content would not yield an acceptable density. In addition to these familiar

shapes, irregularly shaped compaction curves have also been demonstrated which

have several peaks of high density at several different water contents (Curve

D, Figure 1) (Lee and Suedkamp 1972).

3. Environmental constraints may also dictate soil-water content condi-

tions. In developing countries, particularly those in the arid regions of the

world, sources of water may be scarce or unavailable. Military operations
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sands and some rock materials in large fills.

5. The approach to dry compaction in the field generally involves the S

use of vibratory compaction equipment (such as drum rollers or plate vibra-

tors) that input steady-state dynamic loadings to the soil so that the parti-

cles settle or collapse into a state of minimum energy or maximum density. A

publication of Forssblad (1981) provides excellent guidance on the use of

vibratory drum and plate rollers and contains specific information on dry-soil

compaction.

6. In addition to drum and plate compactors, another concept that has

been developed for dry-soil compaction is the use of towed impact rollers.

Towed impact rollers incorporate the feature of a drum having flat sides or

faces, usually four to six in number, each of which strikes the soil as the

drum pivots about the corner or intersection of two faces, thus imparting an

5
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impact force to the material being compacted. Based on recent favorable

reports (Clifford 1982; Ridgen and Clifford 1981), a towed impact roller

having a four-sided drum was included in this study for evaluation of perfor-

mance on several types of soils.

Objectives

7. The overall objective of this study was to investigate compaction of

soils at near-zero water content with emphasis on materials typical of arid

regions. Specific objectives were to evaluate the performance of a vibratory

self-propelled drum roller and a towed impact roller in compaction of differ-

ent types of soils and granular materials.

Scope

8. Two test sections were constructed, each consisting of five test

items composed of five different soil types. Compaction tests were conducted

in one test section with a vibratory drum roller and in the second test

section with the towed impact roller. Parameters used in evaluating roller

effectiveness were (a) visual observations during roller operations, (b) sur-

face deformation, and (c) changes in soil density. Dynamic cone penetrometer

(DCP) data were also obtained; however, they could not be statistically corre-

lated with soil density or strength.

6



PART II: COMPACTION EQUIPMENT, TEST SECTIONS, AND FIELD TESTS

Compaction Equipment

Vibratory compactor

9. The vibratory compactor used in this study was a self-propelled com-

pactor equipped with pneumatic drive wheels and a single vibratory drum having

a length of 84 in.* and a diameter of 60 in. (Photo 1). Operating weight of

the roller was about 23,000 lb. Static drum weight was 12,566 lb. During

compaction, the roller was operated at a drum frequency of about 40 Hz which

developed a drum centrifugal force at approximately 36,000 lb. Operating

speed was approximately 328 ft/mmn.

Impact compactor

10. The impact roller is a towed compactor having a single four-sided

drum suspended in a wheeled frame (Photo 2). The drum is approximately

4.27 ft long and spacing between sides is approximately 4.92 ft. Drum weight a

is about 15,900 lb. The compactor was towed by a 1,000-hp pneumatic-tired

commercial tractor at a speed of approximately 700 ft/mmn. During operation,

the wheels were raised so that only the rotating drum was in contact with the

soil, thus delivering low-frequency high-amplitude compaction blows. A spring

damping system subdued the horizontal jerking motion of the compactor allowing

a relatively smooth pull during towed operations.

Test Sections

Description of soils

11. Six types of soil and gravel materials were used in the test

program -- crushed limestone (GW),** an unclassified debris material consist-

ing of silty soil, sand, gravel, and concrete fragments, all from a simulated
V

airfield bomb crater; a silty clay (ML),** derived from local loess deposits; %

a blended material commercially termed river sand (CL-MI);** a gravelly sand

(SP);** and sand tailings from a wash gravel processing plant (SP).**

*A table of factors for converting non-SI units of measurement to SI (met-
ric) units is presented on page 3.

**Classified according to the Unified Soil Classification System or
ASTh D-2487.
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Gradation curves and Atterberg limits for all soils except the debris material

are shown in Figure 2. Because of the random nature of the debris material,

no laboratory tests were conducted on the soil. From these curves, it may be

seen that the limestone, gravelly sand, and sand tailings were all nonplastic

materials and the silty clay and river sand were of low plasticity. The plas-

ticity indices for the silty clay and river sand were 4 and 5, respectively.

The crushed limestone had a maximum particle size of about 1-1/2 in. with

about 3 percent fines (i.e., particle size smaller than 0.074 Pm) and classi-

fied as a well-graded gravel. The gravelly sand and sand tailings are both

predominately sand materials and classify as poorly graded sands. Both also

have a fines content of about 3 to 4 percent. The material termed river sand

was actually a blended material, and, although the gradation curve indicates a

fines content of 55 percent, which classifies the soil as fine grained, tests

on several pit samples indicate that the fines content may vary from 45 to

55 percent. Thus, the soil may be viewed as borderline sand-silt. The lean

clay soil is a fine-grained material with practically 100 percent fines.

12. Moisture-density curves for the five classified soils are shown in

Figures 3-7. For each soil, three compaction curves were developed represent-

ing three different compaction energy levels -- CE-12-, 26-, and 55-compaction

efforts, as defined in Military Standard (MIL-STD) 621 (Department of Defense,

in preparation). The numbers refer to the compaction energy in thousands of

foot-pounds of energy per cubic foot of soil. The CE-12 and CE-55 methods are

comparable with the ASTM D-698 and D-1557 test methods, respectively, while

the CE-26 method involves an intermediate compaction effort of approximately

26,000 ft-lb/cu ft. From Figure 3, it may be seen that the compaction curves

for the crushed limestone are characteristic of a granular material with low

fines content and indicate that highest density may be achieved at either

near-zero water content or a water content of about 7 to 9 percent. Near-zero

water content, the maximum dry density for the CE-55 compaction effort, was

132.5 lb/cu ft. Compaction curves for the silty clay (Figure 4) are generally

representative of a typical fine-grained soil. The maximum dry density for

the CE-55 effort was 115.5 lb/cu ft at 14.8 percent water content. The river

sand was technically a fine-grained soil although tests on several samples

indicated that the fines content varied from 45 to 55 percent. However, com-

paction curves for this material (Figure 5) displayed characteristics of a

8
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Figure 5. Moisture-density relations, river sand
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fine-grained soil with a maximum CE-55 density of 117.7 lb/cu ft at an optimum

water content of 11 percent. Compaction curves for the gravelly sand (Fig-

ure 6) were characteristic of a granular material. The maximum CE-55 density

was 120.7 lb/cu ft at near-zero water content. Moisture-density curves for

the sand tailings (Figure 7) were also representative of granular soils. For

this material, the maximum CE-55 density at near-zero water content was

113.0 lb/cu ft.

Test Section No. 1

13. The vibratory compactor was used for compaction in Test Section

No. 1. A plan and profile of the test section are shown in Figure 8. The

test section was 125 ft long and 15 ft wide and consisted of five test items

each 25 ft long and 15 ft wide. Depth of soil in each test item was 5 ft.

The test section was located in a sheltered area for controlled conditions.

Item 1 consisted of 1.5 ft of crushed limestone over 3.5 ft of debris material.

Items 2, 3, 4, and 5 consisted of silty clay, river sand, gravelly sand, and

sand tailings, respectively. Each item was constructed in eight individual

lifts to a total thickness of 5 ft. The vibratory compactor was applied uni-

formly over the full width of the test section; however, only a 7-ft-wide

strip down the center of the test section was designated for sampling purposes.

This lane is referred to as lane 1.

Test Section No. 2

14. The impact roller was used for compaction in Test Section No. 2. A

plan and profile of the test section are shouwn in Figure 9. The test section

was 125 ft long and 26 ft wide and consisted of five test items each 25 ft

long and 26 ft wide. Depth of soil in each item was 5 ft. The test section

was also located in a sheltered area. Item I consisted of 1.5 ft of crushed

limestone over 3.5 ft of debris material which was placed in one lift.

Items 2, 3, 4, and 5 were constructed of silty clay, river sand, gravelly sand,

and sand tailings, respectively. These latter four test items were constructed

in two lifts, each approximately 2.5 ft thick. Three compaction lanes were

delineated on the test section. Each lane was approximately 4.27 ft (1.3 m)

wide, corresponding to the width of the compactor drum, with approximately

2.73-ft spacing between lanes. Spacing between lanes was provided primarily

to minimize surface roughness in the path of the tractor wheels. Technical

information for this compactor indicates that deep compaction in this zone is

achieved as a result of projection of compaction energy horizontally or

15
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vertically from compaction lanes on either side of this zone. This arrange-

ment precluded trafficking of the tractor over the heavily corrugated and

extremely rough surface that develops in the path of the compactor drum.

Only the center lane was used for sampling purpob _s. This lane was designated

as lane 2.

Field Tests

Processing of soils

15. Since the primary purpose of the study was to investigate means of

compacting dry soils, it was desired that the granular materials be processed

to as low a water content as practical prior to compaction. Because of the

large quantities of soil involved, the only practical method of reducing water

content was air drying in an open, exposed area. Therefore, on each day that

drying conditions were favorable, the soil to be processed was spread to a

depth of 6 to 10 in. on an asphalt concrete apron. Several times during the

day, the soil was further aerated by means of a self-propelled rotary tiller.

At the end of each daily drying period, the soil was covered with large sheets

of waterproof membrane for protection against possible rainfall. This process

was repeated until the soil-moisture content was reduced to an acceptable

level or until it became apparent that expenditure of further processing

effort was unproductive. It must be noted that scheduling constraints dic-

tated that this phase of field operations be conducted during November and

December, a period during which drying conditions are generally not optimal.

16. Following these procedures, the crushed limestone was processed to

an average water content of about 2 percent prior to placement. No attempt

was made to adjust the moisture content of the debris material which had an

average in situ moisture content of about 9 percent.

17. The silty clay soil was a fine-grained material, and, after much

effort to reduce the water content to near zero, it was decided that it would

be more expedient to place the soil at a water content near optimum for the

CE-55 maximum density. Therefore, the average placement water content for

this material was approximately 15 to 16 percent. As indicated previously,

although the river sand was technically a fine-grained soil, grain-size analy-

sis on several samples indicated that the fines content may vary from 45 to

55 percent. Therefore, since the thrust of this study was on dry-soil

18
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compaction with emphasis on desert-type soils, it was decided to attempt to

dry this soil as much as possible. After considerable effort had been

expended in field processing, the lowest practical water content that could be

achieved was about 6 percent. Some difficulty was also experienced in drying

the gravelly sand and sand tailings. The average placement water content of

these materials was about 4 to 5 and 2 to 3 percent, respectively.

Test Section No. 1

18. Placement and compaction of soils. An excavation 125 ft long,

15 ft wide, and 5 ft deep was made at the test site. The soils were trans- Pt

ported to the site and placed by dump truck and spread to the correct thick-

ness with a small crawler tractor. Sufficient quantities of each soil were

placed in the excavation at the appropriate location of each item to form a

loose lift about 8 in. in thickness. After each lift had been placed, soil

density and moisture-content data were obtained. Next, four passes of the

vibratory roller were applied over the full width of the test section. A

fixed number of passes was used for two reasons -- first, in accordance with

the developer's recommendations, a fixed number of passes was to be applied

with the impact roller; therefore, passes were not used as a variable in this

study; second, experience with the vibratory roller has indicated that approx-

imately four passes would be sufficient. This procedure was repeated for each

lift. Eight lifts were required to complete the test section.

19. Field soil data. All field sampling and tests were conducted with-

in the center 7-ft-wide test lane. Field data included In-place soil density

and water content, surface elevations before and after compaction, and DCP

readings. Density and water-content data were taken immediately prior to

application of the vibratory roller on each lift and again after completion of

the test section through test pits. Soil-density data were obtained in the

limestone by the water balloon method and in the other soils by nuclear density :

meter (direct transmission method) with drive-cylinder correlations. All water

contents were obtained by the oven-drying method. Postcompaction data were

taken at 12-1n.-depth increments. UCP data, which give an indication of the

change in resistance of the soil to penetration, were obtained by driving the

penetrometer into the soil with an 8-kg hammer and recording the depth of pen-

e~tration. Penetration readings were obtained after each 10 blows of the ham-

mer following the placement of soil. lifts 1-4 in items 1-3, and after 5 blows

following the placement of lifts 1-4 In items 4 and 5. After the placement of

19
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all eight lifts in items 1-5, data were taken using 5-blow increments. Gen-

erally, it was attempted to develop penetration to a depth of 1,000 mm.

Test Section No. 2

20. Placement and compaction of soils. Since the actual test area

required for the compaction tests was considerably narrower than that needed

for maneuverability of the equipment, the basic width of the test bed was

26 ft. An excavation was thus made 26 ft wide and 125 ft long and of suffi-

cient depth to receive the first lift only so that, after placement of this

lift, the surface of the test section was flush with that of the surrounding

unexcavated area. Thus, the area for item 1 was excavated to a depth of

3.5 ft and the area for the remaining items was excavated to a depth of 2.5 ft.

The first lift of soil for each item was then placed in the respective loca-

tion. In item 1, this consisted of 3.5 ft of unclassified debris and for

items 2, 3, 4, and 5 of silty clay, river sand, gravelly sand, and sand tail-

ings, respectively. The soils were transported from the processing site by

truck, dumped into the excavation, and spread with a D-4 crawler tractor.

Nuclear density tests, DCP tests, and moisture-content samples were then taken

in the center lane of each item. Compaction lanes were then delineated on the

surface of the test section with string lines, after which six passes were

made in each lane with the impact compactor.

21. The basic tracking pattern used for compaction is shown in Fig-

ure 10. With this pattern, outside lanes were compacted on the first two

_____ PASS NO & DIRECTION

EAST LANE I,

CENTER LANE______

WEST LANE2

Figure Jo. Tracking pattern, Test Section No. 2

passes, and the center lane was compacted on the third pass. The fourth and

fifth passes were then applied to the outside lanes and the sixth pass to the

center lane. Thus, one application of this pattern constituted a total of six

passes to the test section, or two passes per lane. As can be seen from

20
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*Figure 10, alternate passes in each lane were applied in opposite directions.

*The overall pattern was then repeated three times so that a total of six

passes was applied in each lane. After compaction, field soil data were again

obtained in the center lane of each item. Next, shoulder areas were built up

*on each side of the original test section to a height of approximately 2.5 ft

above the elevation of the original test area. The space between shoulders

was about 26 ft and extended over 125 ft in length to provide for placement of

the second lift. Again, the soil for each test item was transported to the

site, dumped, and then spread with a crawler tractor. Enough width was pro-

vided on each shoulder so that after placement of the test soils, which were

flush with the shoulders, there was sufficient test and shoulder area to allow

.. for some lateral maneuver or wander of the tow tractor and compaction equip-

ment. In-place soil data were then obtained on the center lane of each item

after which test lanes were then designated on the surface and each lane

received six passes of the impact compactor, as described previously.

22. Field soil data. Field data taken during the course of the te.t

included in-place soil density and water content, surface-elevation readings,

and DCP readings. For each of the two soil lifts, data were taken immediately

after the soil was placed and again after completion of compaction.

23. As indicated, data were taken only in the center lane since this

lane would be more representative of a conventional field-compa ted area while

the outside lanes would represent peripheral or boundary conditions.

24. Soil-density data were obtained in the limestone by the water bal-

loon method and in the other soils by nuclear meter method with drive-cylinder

correlations. All water contents were obtained by the oven-drying method.

Density and water content data were taken at 12-in.-depth increments. Surface

elevation data were taken before and after compaction of each lift to deter-

mine cumulative settlement or consolidation. DCP data were obtained by driv-

ing the penetrometer into the soil with an 8-kg hammer and recording the depth

of penetration. Penetration readings were obtained after each 5 blows of the

hammer for most of the penetration tests; however, for the tests on the first

lifts of items i and 2, 10-blow increments were used. Generally, it was

attempted to develop penetration to a depth of 1,000 mm.
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PART III: TEST RESULTS AND DISCUSSION

Test Results

Test Section No. 1
IWO

25. Visual observations. No unusual occurrences were observed during

operation of the vibratory roller. It was noted, however, that possibly some

precompaction had developed in some of the soil lifts during spreading opera-

tions with the crawler tractor, as evidenced by the small amount of settlement.

26. Surface measurements. Surface-elevation data were taken along the

centerline of the test lane on each lift at 2-ft intervals before and after

compaction. These data are presented in Table 1. Representative profiles,

shown for the fourth and eighth lifts, are presented in Figures 11 and 12,

respectively. To establish some measure of surface settlement, mean values of

surface elevation for each item along with the standard deviations from the

mean were calculated. The difference in mean elevations before and after com- .

paction provides some indication of soil consolidation. The standard devia- .,

tions provide some measure of the profile variance. These data are presented .

in Table 2.

27. A summary of the mean elevation differences for each item along

with the total mean elevation differences is also shown in Table 3. In

item 1, mean differences in elevation, in the debris before and after compac-

tion, varied from a minimum of 0.3 in. to a maximum of 0.9 in., with an aver-

age of 0.6 in. and a total of 3.4 in. In the crushed limestone, the mean and

total values were 1.1 and 2.1 in., respectively. The mean elevation differ-

ences in item 2 ranged from 0.1 to 0.4 in. with an average of 0.3 in. and a

total of 2.2 in. In item 3, the minimum and maximum values of elevation dif-

ferences were 0.3 and 0.7 in., respectively, and the average difference was '
0.5 in. Total value was 4.2 in. The values of mean elevation differences in

item 4 ranged from 0.5 to 1.1 in. with an average elevation difference of

0.9 In. and a total of 7.4 in. in item 5, the mean differences varied from a

minimum of 0.4 to a maximum of 1.0. The average of the values was 0.7 in. and

the total was 5.7 in.

28. In-place soil density and water content. Values of in-place soil

density and water content before and after compaction are shown in Table 4.

The vs;lues shown are the means of three values obtained at the depth indicated.
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These data are also plotted to indicate density profile in Figure 13. Although

data were taken prior to compaction in each individual lift, the values shown

in Table 4 are based on calculated locations or depths for which comparable

data were taken after compaction. The data are so presented to provide a

basis for comparison of the precompaction and postcompaction soil states. In

addition to the absolute values shown in Table 4, density is also presented in

terms of percent of the maximum laboratory CE-55 density. As indicated ear-

lier, the maximum laboratory density values for the limestone, gravelly sand,

and sand tailings were taken at near-zero water content but those for the

silty clay and river sand were taken at optimum moisture content. Only the

lean clay was actually compacted near the conventional optimum water content;

therefore, it would be conceivable that the maximum CE-55 density could be

attained with this soil. Similarly, the crushed limestone was compacted at a

very low moisture content, and high density should also be attainable with

sufficient compaction. In the other soils, however, since the field-water

contents were essentially in the bulking range, the maximum density practi-

cally attainable would be less than the maximum CE-55 density. In keeping

with convention, however, in-field in-place density values indicated in

Table 4 are expressed as a percentage of the maximum CE-55 densities.

29. In item 1, the average density for the 12 in. of crushed limestone

before and after compaction was 115.5 and 126.6 lb/cu ft, respectively. This

represents an increase of from 87.2 percent to 95.6 percent of the maximum

CE-55 density. Average water content after compaction was 2.6 percent. The

average density of the debris material after compaction (i.e. the mean of the

density values at 24, 36, and 48 in.) was 128.0 lb/cu ft. In item 2, lean

clay, the average density for the upper 48 in. of soil before and after com-

paction was 99.8 and 103.9 lb/cu ft, respectively. The increase in density

was from 86.3 to 90.0 percent. The average water content after compaction was

14.6 percent, which is slightly below the optimum water content for the soil.

In item 3, compaction data for the river sand indicate precompaction and post-

compaction densities of 99.8 and 107.4 lb/cu ft, respectively, representing an

increase from 84.8 to 91.3 percent. The average postcompaction water content

was 6.4 percent. In item 4, gravelly sand, average soil density before and

after compaction was 102.0 and 115.3 lb/cu ft, respectively, which was an

increase from 84.5 percent to 95.5 percent. It should be noted, however, that

the surface density value, 109.8 lb/cu ft, was considerably lower than the
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other densities. Average water content after compaction was 4.1 percent. In

item 5, the density values for the sand tailings before and after compaction

were 99.7 and 110.2 lb/cu ft, respectively. These values reflect an increase

in density from 88.3 percent to 97.5 percent. In this item, the surface den-

sity, 105.1 lb/cu ft, was also lower than the other density values. The aver-

age water content after compaction was 9.2 percent.

30. Density profiles are shown in Figure 13. In item 1, there was a

slight decrease in density of the crushed limestone after compaction from the

surface to the 12-in. depth. In the debris material, the density profile

indicates lower densities in the upper lifts. The density profile for item 2

indicates a relatively uniform density for the depth sampled. For item 3, the

density profile after compaction shows a decrease in density at the 24-, 36-,

and 48-in. depths. In item 4, as was indicated earlier, the surface density

after compaction was less than the density values at the 12- through 48-in.

depths; however, the profile indicates uniformity of density below the 12-in.

level. The density profile for item 5 after compaction also indicates a lower

density value at the surface with fairly uniform densities below the surface.

DCP

31. A description of the DCP is given in Appendix A. DCP readings were

obtained after placement of lifts 1-4 and again after placement of lifts 5-8.

These data are shown in Table 5. Penetration readings were taken at 10-blow

increments in lifts 1-4 of items 1, 2, and 3, and in 5-blow increments for

lifts 1-4 of items 4 and 5, and for lifts 1-8. Correlations have been pre-

sented in other studies between DCP and California Bearing Ratio (CBR); how-

ever, CBR was not used as an evaluation parameter in the study. No satisfac-

tory correlation was found between soil density and DCP readings.

Production rate

32. Production rate of the vibratory compaction is based on the

following:

Effective compaction width: 7 ft (= drum width)

Operating speed: 328 ft/min

Lift thickness: 7.5 in. (0.625 ft)

Travel distance: 25 ft/pass

No. passes: 4

Volume of compaction = 7 x 25 x 0.625, cu ft
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25 x 4 ft
Time of compaction - 328 ft/min (min)

Volume of Compaction, cu ftProduction rate =

Time of Compaction, min

7 x 25 x 0.625
(25 x 4)/328

= 358.8 cu ft/min

Test Section No. 2

33. Visual observations. Observations noted during compaction opera- Otr

tions focused primarily on differences in rotational effectiveness of the

four-sided drum on the different soil types. Although the compactor was towed

at the recommended speed (8 to 12 km/hr), there was a marked difference in the

rotational velocity of the drum. Visually, it appeared that, while a constant

rotational velocity was obtained on the crushed limestone and silty clay

soils, there was some slippage of the drum on the three sandy soils. It would

appear that drum slippage might have some effect on deep compaction and most

certainly affect the upper layer density.

34. Surface measurements. Surface-elevation data were taken along the

centerline of the center lane of each lift at 2-ft intervals before compaction

and at 1-ft intervals after compaction. These data are presented in Table 6.

These data are also shown in Figures 14 and 15 as line profiles. As can be

seen from Figures 14 and 15, the surface profiles after compaction (particu-

larly in the items consisting of sandy materials) have a distinctive sinu-

soidal configuration which is characteristic of the pattern that may develop

on the soil surface with the impact roller. To establish some measure of sur-

face settlement, the mean values of surface elevation for each item, along

with the standard deviations from the mean, were calculated. The difference

in mean elevations before and after compaction provides some indication of

soil consolidation. The standard deviations provide some measure of the pro-

file variance. These data are presented in Table 7.

35. In item 1, the first lift consisted of 3.5 ft of debris which con-

solidated an average of 3.3 in. With the second lift, 1-1/2 ft of crushed

limestone indicated an average settlement of 1.1 in. The silty clay in item 2

indicated mean settlement values of 3.0 in. for the first lift and 2.3 in. for

the second lift. In item 3, the mean settlement values for the first and
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second lifts were 2.2 and 1.4 in., respectively. In item 4, the mean settle-

ment values for lifts 1 and 2 were 1.2 and 2.4 in., respectively. In item 5,

the first lift indicated only about 0.6-in, settlement while the second lift

had a mean settlement of about 2.3 in. Excluding item 1 which had heteroge-

neous layers, the total mean values of settlement for both lifts in items 2

3, 4, and 5 were 5.3, 3.6, 3.6, and 2.9 in., respectively.

36. In-place soil density and water content. Values of soil density

and water content for each lift before and after compaction are shown in

Table 8. The values shown are the means of three values obtained at the depth

indicated. These data are also plotted to indicate the density profiles in

Figure 16. Tn addition to the absolute values shown in Table 8, density is

* also presented in terms of percent of the maximum laboratory CE-55 density.

Average values for the entire lift are also indicated. As indicated earlier,

* the maximum laboratory density values for the limestone, sandy gravel, and

sand tailings were taken at near-zero water content, whereas those for the

silty clay and river sand were taken at optimum moisture content. Only the

lean clay was compacted near the conventional optimum water content; there-

fore, it would be conceivable that the maximum CE-55 density could be attained

with this soil. Similarly, the crushed limestone was compacted at a very low

moisture content, and high density should also be attainable with sufficient

compaction. In the other soils, however, since the field-water contents were

essentially in the hulking range, the maximum density practically attainable

would be less than the maximum GE.-55 density. In keeping with convention, q

however, the field in-place density values indicated in Table 8 are expressed

as a percentage of the maximum CE-55 densities.

37. In item 1, the lower lift was debris material which had an average

density of 110.3 lb/cu ft before compaction and 121.7 lb/cu ft after compac-

tion. The average water content after compaction was 9.9 percent. The aver-
4d

age density of the crushed limestone in the upper lift before and after corn-

paction was 111.3 and 132.0 lb/cu ft, respectivelv, which represented ane

increase of from 84.0 percent to 99.7 percent of the maximum CE-55 laboratorye

density. Average water content after compaction was 1.2 percent. Average?

density of the debris material after compaction of the second lift (limestone) P

was 122.6 lb/cu ft. It should be noted that the material at the 24-, 36-, and

48-in, depths received the benefit of additional compaction applications. 1
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38. In item 2, the silty clay, the average density of the lower lift

before and after compaction was 94.7 lb/cu ft and 99.8 lb/cu ft, respectively.

Water content after compaction was 15.6 percent. Density values represent an

increase from 82.0 to 86.4 percent of the CE-55 maximum density. In the sec-

ond or upper lift, the average precompaction and postcompaction densities were

97.1 and 102.4 lb/cu ft, respectively, for an increase from 84.1 to 88.7 per-

cent of the mrximum CE-55 density. Water content was 14.2 percent. In item 3,

river sand, there was an increase in average density of the first lift from

91.9 to 99.5 lb/cu ft, or from 78.1 to 84.5 percent. Water content was

7.1 percent. In the second lift, precompaction and postcompaction average

density was 93.1 and 102.6 lb/cu ft, respectively, representing an increase

from 79.1 to 87.2 percent, respectively. Water content after compaction was

7.4 percent. Average densities in the first lift of item 4, gravelly sand,

showed an increase from 97.3 to 110.5 lb/cu ft, respectively, or from 80.7 to

91.6 percent of the maximum CE-55 density. After-compaction water content was

5.2 percent. For the second lift the increase in average density was from

97.3 to 113.0 lb/cu ft, or from 79.9 to 93.6 percent. Water content after

compaction was 5.8 percent. In item 5, average densities in the first lift

before and after compaction were 93.1 and 102.2 lb/cu ft, respectively, repre-

senting a density increase from 82.4 to 90.5 percent. Postcompaction water

content was 3.2 percent. In the second lift, the average density change was

from 93.1 to 104.3 lb/cu ft, representing an increase from 83.3 to 92.3 per-

cent of the maximum CE-55 density. After-compaction water content was

3.2 percent.

39. Density profiles are shown in Figure 16. In item 1, there was a

relatively uniform increase in density in the first lift after initial compac-

tion. In addition, there was a further slight increase in density in this

material after compaction of the crushed limestone which composed the second

lift. The density gradient indicates a decrease in density with depth from

the 24- to 48-in. depth in the debris material both before and after compac-

tion. The density profile for the crushed limestone reflects a fairly signif-

icant and uniform increase in density in the upper 12 in. of this material as

a result of compaction. In item 2, the precompaction density profiles indi-

cate relatively uniform density values for both lifts. The density profile

for the first lift after initial compaction reveals a larger increase in den-

sities at the surface (30-in. depth on the plot) than at the lower elevation.
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The density profile for postcompaction on the second lift indicates a general

increase in density in this lift, i.e. from 0 to 24 in. with a s-ight increase

in density at 36- and 48-in. depths. The profile suggests that there was lit-

tle change in density near the interface of the first and second lifts, i.e.

at about the 3-in. depth. In item 3, the precompaction profiles indicate a

slightly decreasing density gradient with depth in the lower or first lift and

a uniform density in the upper or second lift. The after-compaction profile

for the first lift reveals a significant general increase in density, with a

larger increase in the upper elevation than at the lower levels. The profile

after compaction of the second lift indicates significant increase in density

in this lift down to the 24-in. level. The profile in the region also demon-

strates a slightly increasing density-depth gradient. Below the 24-in, depth

there is a sharp decrease in the density-depth gradient. The density value

indicated for the 48-in. depth appears to be slightly less after compaction;

however, this is possibly due to sampling variation. In item 4, density pro-

files prior to compaction of each lift indicate a decrease of density with

depth. The postcompaction profile for the first lift indicates a general .

increase in density in that lift but also shows increasing density with depth.

The density profile after compaction on the second or upper lift reveals a

very large general increase in density from the surface to 24 in. with the

largest increase being at the 12-in. depth. The profile also shows density

values at the 24-, 36-, and 48-in. depths to be about equal, with a very

slight increasing density-depth gradient. There also appears to have been

some increase in density in the first lift. In item 5, the precompaction den-

sity profiles for both lifts indicate uniform values of about the same magni-

tude. The postcompaction profile for the first lift indicates a general

increase in density in that lift; however, the density increase at the surface

(30-in. depth in the plot) was markedly lower than at the lower elevations.

The profile on the second lift after compaction indicates a large general

increase in density at the surface, 12-, and 24-in. depths in the second

lifts. However, the surface density value is the lowest of the three values. W!
The density data at 48 in. also indicate a lower density value after compac-

tion, but again this is possibly due to sampling variations.

P%

DCPA

40. DCP readings were obtained in each lift before and after compac-

tion. These data are shown in Table 9. Penetration readings were taken at
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10-blow increments prior to compaction in items I and 2 of the first lift and

at 5-blow increments thereafter. As indicated earlier, other studies have

presented correlations of DCP and CBR; however, CBR was not used as an evalua-

tion parameter in the investigation, and no satisfactory correlation was found

between soil density and DCP.

Production rate

41. The production of the impact roller is based on the following:

Effective compaction width: 7 ft (= 4.27-ft drum width

+ 2.73 ft between drum lanes)

Operating speed: 700 ft/min

Lift thickness: 2.5 ft

Travel distance: 25 ft/pass 1_J

No. passes: 6

Volume of compaction = 7 x 25 x 2.5, cu ft

Time of compaction = 6 passes X 25 ft/pass (min)
700 ft/min

Volume of Compaction, cu ft
Production rate

Time of Compaction, min

7 x 25 x 2.5 .'. -

(6 x 25)/700

= 2041.7 cu ft/min

Analysis and Discussion

Analysis

42. The primary objective of this study was to investigate means of

compacting soils at- or near-zero water content with emphasis on desert-type

materials. Two types of compactors were used in the study -- a single drum

self-propelled vibratory roller and a towed-impact roller. Effects of compac-

tion on the following five types of aggregate and soil materials were evalu-

ated: crushed limestone, silty clay, and three types of sandy materials.

43. In attempting to process these materials to a state of near-zero

water content, it quickly became apparent that, when working with large quon-

tities of material, such a task is extremely difficult to achieve. In the

case of the silty clay, it was finally determined that, under the climatic and
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environmental conditions existing at that time, it would be infeasible to

achieve a near-zero water content condition and, therefore, the soil was pro-

cessed at optimum water content. Obviously, it is much easier to reduce the

water content of soils that are free draining than it is to dry soils having

high fines content. Therefore, in processing large quantities of soil, it

would appear that the only efficient means of accomplishing this objective

would be under climatic conditions of very low humidity preferably with a

warm, dry prevailing wind.

44. During compaction operations with the impact roller, it was

observed that rotational drum slippage occurred as the roller was towed over

the sand materials. No significant slippage was observed in the crushed lime-

stone and silty clay materials. Obviously, slippage reduces the impact effect

of the drum and, therefore, would influence the efficiency of compaction.

This difficulty might have been alleviated by use of a thin clay blanket

placed on the surface of the sandy material to provide a gripping surface for

the drum. However, the scope of this project did not allow further experimen-

tation in this area.

45. A summary of the soil-density data indicating density values at

12-in. sampling increments before and after compaction, increase in density as

a result of compaction, and ratio of increase in density to initial density

(normalized value) is shown in Table 10. All density values are given in

terms of percent of the maximum CE-55 laboratory density except for those for

the debris material which are actual density values in lb/cubic foot. The

before and after compaction density data and the normalized values are shown

in bar graph form in Figures 17 and 18. These graphs clearly illustrate the

initial and final density and the change in density.

46. In item 1, as shown in Figures 17a and 18a, the density value of

the crushed limestone at the surface and 12-in. depths prior to compaction was ,-

higher in lane I than in lane 2. After compaction, however, the density was

higher in lane 2 than in lane 1. Therefore, the overall density increase was

larger in lane 2. In the debris material, density before compaction was also

lower in lane 2 than lane I at 24-, 36-, and 48-in. depths. However, only at

the 24-in. depth did the increase in density in lane 2 exceed that of lane 1.

At the 36- and 48-in. depths the after-compaction density was higher in lane I ,

than in lane 2. It would appear, therefore, that in this material, compaction
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in thin lifts (lane 1) gave better results than the thick lift compaction pro-

cedure (lane 2).

47. In item 2, Figures 17b and 18b, the density values in lane 1 were

higher than those in lane 2 both before and after compaction at all sampling

elevations. The relative increase in density was higher in lane 2 than in

lane 1 at all depths.

48. In item 3, Figures 17c and 18c, the precompaction densities in

lane I were considerably higher than those in lane 2. Postcompaction densi-

ties in lane I were also higher than those in lane 2 except, at the

24-in. depth, the density in lane 2 slightly exceeded that at lane 1. In

lane 2, density increase values were higher at the surface and at 12-, 24-,

and 36-in. levels and equal in both lanes at the 48-in. depth.

49. In item 4, Figures 17d and 18d, density values in lane 1 were

higher than those in lane 2 both before and after compaction. Relative

increase in density was higher in lane 2 than in lane 1.

50. In item 5, Figures 17e and 18e, precompaction densities were con-

siderably higher in lane 1 than in lane 2. Densities after compaction were

also higher in lane 1 than in lane 2, and, at the surface and 48-in. levels,

the density in lane I before compaction was about equal to the postcompaction

densities in lane 2. Relative changes in density indicate higher values for

lane 2 at the surface and at 12-, 24-, and 36-in, depths, and a significantly

larger value for lane I at the 48-in. depth.

51. Table 11 shows a summary of mean values of soil density for each

material in each item before and after compaction, values of the increase in

mean density and ratio of density increase to density before compaction (nor-

malized values). The before and after compaction density data and the normal-

ized value are plotted in bar graph form in Figures 19 and 20.

52. In item 1, the increase in average density for the crushed lime-

stone was considerably higher in lane 2 than in lane 1. In the debris mate-

rial, the average density after compaction was higher in lane 1, although the

increase in average density was only slightly less in lane 2 than in lane 1.

In item 2, the final average density was higher in lane 1, but the Increase in

average density was higher in lane 2. In items 3 and 4, the average density

before and after compaction was lower in lane 2 than in lane i, although the

increase in density was larger in lane 2. In item 5, again the average
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density before and after compaction was higher in lane 1, but the increase in

density was slightly higher in lane 2.

53. The density values discussed previously have been expressed in

terms of percent maximum CE-55 laboratory density. This is the conventional

manner in which density specifications and field densities are expressed; how-

ever, the maximum density achievable for a given compaction effort is also a

function of the soil-water content at the time of compaction. Therefore, the

average field-density values before and after compaction were also computed in

terms of percent of the laboratory CE-55 density based on the actual average

field water content. These values, along with the actual and normalized den-

sity increase values, are given in Table 12. Density values before and after

compaction and the normalized increase values are presented in bar graph form ,4

in Figures 21 and 22. A review of the recomputed values and comparison of

them with the average density values based on the maximum CE-55 laboratory

densities (Table 11 and Figures 19 and 20) indicates that the relative values or

of the densities in each lane are essentially unchanged, i.e. the difference

between initial and final density in each item of each lane is about the same

when computed by either standard. However, it is significant to note that

four of the recomputed values (items 1, 4, and 5 of lane I and item 1 of

lane 2) exceed 100 percent of the CE-55 laboratory density, and two values

(items 4 and 5 of lane 2) exceed 98 percent. In the plastic materials

(PI > 0), both compaction methods achieved about 90 percent of the density

achievable by CE-55 compaction at the field-water content. All three of the

nonplastic materials achieved more than 98 percent density by either method.

54. Another approach to evaluation of test results is to examine den-

sity increase with respect to change in compaction energy based on the labora- .

tory moisture-density relations. First, the relationship between laboratory

soil density (pound per cubic foot) and laboratory compaction effort (foot

pound per cubic foot) is defined at the precompaction and postcompaction

field-water content values. Using these relationships, compaction energy val-

ues corresponding to the field-density values before and after compaction may

be determined. The difference between the precompaction and postcompaction

energy values is thus used as a measure of compaction efficiency. It is real- el

ized that there is considerable difference between the dynamics of laboratory

and field compaction; however, this approach provides a quantitative means for

measuring compaction effectiveness.
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55. A summary of soil density-compaction energy data is given in

Table 13. Included are (a) mean field density and water-content values for

each item before and after compaction, (b) laboratory density for the CE-12,

CE-26, and CE-55-compaction efforts determined at the field water contents,

(c) compaction energy values associated with the field densities before and

after compaction, and (d) increase in compaction energy values. As an exam-

ple, data for item 3, lane 1, are shown in Figure 23. From the laboratory

compaction curves for the river sand (Figure 5), soil densities for the 12-,

26-, and 55-ft-lb/cu ft compaction efforts were determined at field water con-

tents of 5.9 and 6.4 percent. These data are shown as semilogarithmic plots

in Figure 23. Superimposing the precompaction density value of 99.8 lb/cu ft

on the back-extrapolated precompaction plot, a compaction energy value of 8.0 :

ft-lb/cu ft is indicated. For the postcompaction plot, a density value of

107.4 lb/ cu ft indicates a compaction energy value of 22.0 ft-lb/cu ft, or an

increase of 14.0 ft-lb/cu ft. Using this procedure, the increase in compac- %

tion energy values was determined for all test items. In cases where the

back-extrapolated curve extended below a compaction energy level of 1 ft-lb/

cu ft, an actual value of I was used. Computed values of compaction energy

are shown in Table 13.

56. Comparisons of compaction energy increase values for each item are

shown in bar graph form on Figure 24. Values indicated are the logarithms of

the compaction energy increase values.

57. The bar graphs indicate higher values for lane 2 in items I and 2

and higher values for lane 1 in items 3, 4, and 5. These results indicate

better compaction efficiency with the impact roller in the crushed limestone

(PI = 0) and the silty clay (PI = 4); whereas, better efficiency was obtained

with the vibratory roller in the river sand (PI = 5), sandy gravel (PI = 0),

and the sand tailings (PI = 0).

58. Figure 25 shows the after-compaction density profiles for items 1-5

in both lanes. Profiles for the crushed limestone in item 1 and for items 2,

4, and 5 are similar for both lanes. In item 2, the density was generally

uniform throughout the depth sampled. In item 4, density values were uniform

from the 12- to 48-in. depths but were considerably lower at the surface. In

item 5, densities were relatively uniform at the 12- to 36-in. depth but in %

both lanes density values at the surface and at 48 in. were low. Profiles for

the debris material indicate opposing gradients increasing in lane 1 and
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decreasing in lane 2. In item 3, the profile for lane 1 is somewhat erratic

with the highest density value near the center of the sampling zone; whereas,

the profile for lane 2 indicates a general decreasing density gradient.

59. Changes in surface elevation generally did not correlate well with

density changes except in items 2, 3, 4, and 5 of lane 1. A summary of total

mean surface elevation change, mean density change, and these values normal-

ized against initial conditions is given in Table 14 (initial thickness is

taken as 60 in.). Normalized values are shown plotted in Figure 26.

20 LEGEND

ITEM LANE 1 LANE 2

1 0
2
3 03 S

15 4 V T
5 D 6

Uj 10

U

5

0 0%
0 5 10 15 20

MEAN DENSITY INCREASE,%

Figure 26. Mean density increase versus change
in elevation P0

Discussion

60. In discussing the results of this investigation, several considera-

tions should be reviewed. Although two different roller types were involved,

the study was not intended to be a comparative performance evaluation of the

equipment but to study different means of compacting soils at near-zero water

content. Both types of equipment were operated in general accordance with

manufacturers' recommendations. Test results indicate that satisfactory
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performance could be obtained with either type of equipment, but the type of

soil involved and procedures used in processing the material are also signifi-

cant factors in an overall process.

61. The lowest overall densities in both lanes were obtained in the

silty clay material (item 2). Generally, comparable results were obtained

o with both types of equipment. Difficulty in processing this material was

readily apparent with the result that the conventional optimum water content

was finally selected as the target value. Low plasticity soils of this type

are often found in the desert regions, especially in the play areas, and,

* under arid climatic conditions, it may be possible to reduce the water content

of the soil to near zero. However, it should also be noted from the moisture-

density curves for this soil (Figure 4) that the ultimate density attainable

with such a dry soil will be quite low. Conversely, higher density would be

achieved at higher water content, at least until the optimum is reached.

Also, because of the fineness of the material, compaction under conditions of

a prevailing wind could make the task impractical if not impossible. The

river-sand material (item 3) was actually classified as a sandy silt material

and had a high fines content with approximately 55 percent passing the No. 200

sieve. Moisture-density characteristics of this material were characteristic

of a fine-grained soil (Figure 5). Difficulty was also experienced in field

drying this material, and the final water content prior to compaction was

about 6 to 7 percent. Soils of this type could also possibly be reduced to

near-zero water content under arid climatic conditions; however, the final

compacted density would be quite low. In this investigation, the densities

achieved with both compactors were acceptable, i.e. about 95 and 90 percent,

respectively, with the vibratory and impact rollers. The soil profile for the

impact roller (Figure 16) indicated lower densities at the surface and 48-in.

depth which could be a result of drum slippage at the surface and failure to

impart sufficient impact energy at the lower depths. In fact, there appeared

to be little change in density in the first lift after compaction in the sec-

ond lift. Although the density profiles indicate a slight decrease in density

* in the first lift, the difference is thought to be a result of sampling

variation.

62. Generally, acceptable density values were obtained in the limestone

(item 1), gravelly sand (item 4), and sand tailings (item 5) even though none

of these materials were reduced to zero water content. When the final

49

V. V.
V N' . j.% F %..%.



S.V

densities were recomputed as percentages of the actual CE-55 density at the

field water content, test results appeared even more favorable and reflected e.

more realistically.

63. From these observations, it would appear that, under certain con-

ditions, a practical alternative might be to compact a soil at some water con- N

tent above zero but below the conventional optimum value with full knowledgeNo

of the results to be expected. Conditions that would warrant such an approach

include expediency of the situation, inability to adjust the water content of

the in situ soil, or a calculated decision to compact the soil at or above the

in situ value in order to obtain the highest density value attainable. An

approach of this type could be particularly acceptable under expedient mili-

tary operations; however, the designer should be thoroughly familiar with the

moisture-density relations of the soil involved and be fully cognizant of the

projected engineering behavior of the compacted material (including effects of

subsequent wetting or settlement if this can occur as a result of dust control, .

watering, irrigation, or leaking from damaged water pipes).

64. The debris material which was placed in item I of lane 2 in a sin-

gle 3.5-ft-thick lift consisted mostly of silt, with remains of base course

aggregate and large pieces of concrete fragments. Density profiles for this

material indicated decreasing density with depth. The large difference

between the density value at the upper surface and at 48 in. (Figure 21) sug-

gests that some difficulty might be encountered in attempting to compact such

material in a bomb crater cavity.

65. In item 1 of lane 1, cause for the lower densities near the upper

regions is unclear. Perhaps the equipment employed was not suitable for the

application.

66. Generally, the initial densities prior to compaction were higher in

lane I than in lane 2 which would indicate precompaction by the crawler trac- .

tor during spreading operations on each lift. Overall increase in density was

generally larger in lane 2 than in lane I (Figure 22); however, the net

increase in compaction energy level was longer in lane 1 in three of five of

the soils involved (Figure 24).

67. The high theoretical rate of production of the impact roller also

serves to make this type of compaction concept attractive; however, the

diverse results obtained with the different soil types suggest a need for
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PART IV: CONCLUSIONS AND RECOMMENDATIONS

Conclusions

68. Based on the results of this investigation, the following conclu-

sions are drawn:

a. Compaction of soils at the near-zero water content state is a
practical concept but is primarily applicable for nonplastic
soils with a low fines contents.

b. Soils having high fines content (such as the silty clay and e
river-sand materials evaluated in this study) are extremely
difficult to dry, and attempts to achieve significant reduction
in water content may be impractical when large qualities of
soil are involved.

c. For soils having high fines content, an alternate approach to
dry or optimum moisture-content compaction is compaction at an
intermediate water content, either the in situ water content or
a higher value.

d. The advantages to c above are attainment of a higher soil den-
sity than could be obtained at near-zero water content and less
expenditure of construction effort. The disadvantage is that
the soil density would be lower than that obtained at optimum
water content.

e. Both compactors used in this study generally gave comparable
and acceptable results and could be used satisfactorily for ,"

dry-soil compaction.

f. Precompaction of the thinner lifts in lane 1 by the crawler
tractor during spreading operations precluded full utilization
of the compaction potential of the vibratory compactor.

y. Rotational slippage of the drum on the impact roller could have
affected density values in the upper zone.

h. Results with the impact roller with respect to deep compaction
were inconsistent and could have been caused by surface slip-

page, failure to impart sufficient impact energy to the deeper

zones, or a combination of both.

i. The theoretical production rate of the impact roller makes it
highly attractive from an efficiency standpoint and on this
basis strongly warrants further evaluation.

Recommendations

69. As a result of the findings of this Investigation, the following

recommendations are presented:
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a. Undertake a study to develop broad guidance for expedient corn-
paction of soils at the dry and nonoptimum water content
conditions.

b. Address such items as the candidate soils for dry compaction
and alternate nonzero-water content compaction, the approach
for selecting water content, the means of compaction, and the
probable results and expected behavior of the compacted soil.

c. Undertake a comprehensive field study to evaluate in depth the
capabilities and limitations of the impact-type roller employed
in this investigation with a view toward defining optimum
application and employment of the equipment, particularly in
expedient military construction.
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Table I

Surface Elevation Dat., Lane I

40

Elevation, in.. Lift I Elevation, in.. Lift 2 Elevation, in.. Lift 3 Flevarion, In.. lift 4

Station Before After Before After Before After Before After

Item No. Compaction Ccmpaction Compaction Compaction Compaction Compaction Compaction Compaction

1 0 11.8 10.8 17.2 16.9 25.1 24.6 30.8 30.0

10.8 9.5 17.4 17.0 24.6 24.3 30.Q 29.8

4 10.2 9.3 17.6 17.1 24.6 24.2 30.3 29.9

6 10.5 9.3 16.5 16.0 24.5 23.8 30.5 30.0

8 9.2 8.0 15.6 15.3 24.3 23.P 29.9 30.0

10 9.1 8.4 15.0 14.6 24.5 23.5 30.2 30.0

12 9.5 8.5 14.9 14.5 24.2 23.4 30. 30.1

14 8.5 7.5 14.7 14.1 23.6 23.2 30.3 29.6

16 7.2 6.4 14.8 14.1 23.9 23.1 30.0 29.2

18 6.3 5.6 14.9 14.0 23.2 22.8 30.1 29.9

20 7.3 6.4 15.3 14.8 23.3 22.8 30.0 29.6

22 7.8 6.9 15.3 14.7 23.3 22.5 29.8 29.3

24 7.5 7.4 14.8 13.8 23.9 22.0 29.7 28.8

2 26 7.3 7.5 14.0 13.8 22.8 22.5 29.1 29.2

29 8.3 8.5 14.3 14.1 23.3 23.0 30.0 30.3

30 9.5 8.7 14.2 14.2 22.5 22.3 30.1 30.0
32 9.4 8.7 14.7 14.2 22.4 22.1 30.2 30.0

34 9.3 8.8 14.3 14.1 22.7 22.4 30.0 30.0

36 9.3 8.4 14.3 14.0 22.1 22.1 29.6 29.3

38 h.7 '.8 14.7 14.3 21.7 21.2 29.2 29.0

40 8.0 7.5 14.7 14.1 21.1 21.2 29.2 29.0

42 7.7 7.5 13.5 13.2 21.4 21.1 28.3 28.4

44 7.3 6.6 14.0 13.5 21.3 20.9 28.6 28.5

46 7.7 7.4 13.9 13.5 21.1 21.0 28.1 27.1

48 8.0 7.9 13.3 13.0 21.0 20.8 27.9 27.1

3 50 8.4 7.3 14.4 13.7 21.5 20.8 28.3 '8.4

52 7.7 7.0 14.7 13.9 21.8 21.1 29.0 28.4

54 7.6 7.0 15.0 14.1 21.8 21.1 28.l 28.0

56 8.2 7.4 15.7 14.9 21.9 21.1 26.6 27.8

58 8.8 7.8 16.1 15.1 21.5 20.9 28.3 27.9

60 8.8 7.9 15.8 14.9 21.3 21.0 28.7 2S.4 9

62 8.9 7.1 15.1 14.4 21.5 20.8 29.4 29.1

64 7.5 7.2 15.2 14.2 21.5 20.8 29.4 28.5

66 7.8 7.3 15.3 14.4 21.5 21.1 28.9 28.2

68 7.8 7.0 15.5 14.9 21.6 21.4 28.6 27.8

0 2.2 6.6 15.5 14.9 22.0 21.5 28.9

72 6.7 6.1 15.0 14.4 23.0 22.5 28.8 28.2

74 7.7 8.4 15.6 15.5 23.5 22.6 29.7 ?Q.0

4 76 7.5 8.3 16.5 15.1 23.3 23.0 30.7 29.9

78 7.6 7.1 16.5 15.2 24.2 23.1 30.7 30.2

80 7.6 6.4 16.5 15.5 23.6 23.1 31.1 30.5

82 6.9 6.0 16.1 15.4 24.2 23.1 31.4 30.5

84 7.1 6.1 16.3 15.4 24.1 23.0 31.4 "G.3

86 7.1 6.3 16.3 15.4 23.7 22.9 31.5 30.1

88 8.3 6.9 16.4 15.3 24.3 23.0 31. 3 0n.0

90 8.4 7.3 16.2 15.7 23.8 22.7 31.7 29.8
92 8.2 7.8 17.1 15.8 23.6 22.4 31.9 30.1

94 8.4 8.4 17.4 16.0 23.8 22.5 31.1 30.5

96 8.7 9.0 17.0 16.0 24.3 22.8 21.6 30.2

98 8.5 9.5 17.2 16.1 24.0 22.4 31.2 30.1 0

5 ( o 8.9 9.2 16.4 15.8 23.1 22.3 31.0 30.0

a. 102 8.7 8.7 16.0 15.3 23.5 22.6 30.8 30.3

1(4 9.6 8.5 15.9 15.0 24.1 23.4 31.0 30.5

106 8.1 8.4 16.5 15.2 24.5 23.8 31.3 l .7
108 8.1 8.4 16.7 15.8 24.8 23.9 31.7 10.0
11(0 8.8 8.6 17.2 16.2 24.6 23.7 31.8 31.4

1I2 9.0 8.1 17.2 16.2 23.9 23.3 32.3 31.7

114 9.1 7.6 17.6 16.5 23.7 22.8 32.9 31.9

116 9.1 7.5 17.9 17.1 24.0 23.0 32.9 32.1

118 9.1 7.9 18.6 17.6 24.2 23.6 33.1 32.0

120 9.4 8.5 18.6 18.0 24.9 24.0 33.3 12.2

122 9.4 9.6 18.9 18.5 25.5 24.6 33.3 32.n

124 10.9 10.9 19.6 18.6 25,9 25.4 33.0 3!.9

(Continued)
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Table I (Concluded)

Elevation, in., Lift 5 Elevatlon, In. , Lift 6 Elevation, In., LIft 7 Elevation, in., lift 8-

Station Before After Before After Before After Before After

Item No. Compaction Compaction Compaction Compaction Compaction Compaction Compaction Compaction

1 0 35.4 34.9 44.1I 43.4 51,2 50.1I 57.8 56.1

2 35.1 35.1 43.5 42.6 51.5 48.9 57.2 55.4

4 34.8 35.0 43.9 42.7 51.1 49.6 55.8 55.9

6 35.3 35.4 43.3 42.7 50.7 49.4 56.4 55.4

8 36.3 36.3 43.5 43.1 50.6 50.0 56.2 54.9

10 36.8 37.0 43.7 42.7 50.8 49.7 55.9 54.8

12 37.3 36.7 43.2 42.8 50.3 49.3 56.0 55.1

14 37.6 37.6 43.4 42.4 49.8 49.1 56.3 55.5

16 37.5 37.1 43.0 42.5 50.0 49.4 56.2 55.4

18 37.5 37.0 42.5 42.0 50.0 49.5 56.1 55.8

20 38.3 37.7 42.0 41.7 49.9 49.4 57.1 56.1

22 37.5 36.5 41.7 41.9 50.5 49.5 57.3 56.0

24 37.5 37.0 42.0 41.3 49.7 48.4 57.0 56.3

2 26 37.6 37.3 41.6 41.6 48.0 48.1 56.2 55.7

28 36.8 36.5 42.7 42.1 49.1 49.3 55.8 56.4

30 36.1 36.1 43.8 43.0 49.1 49.9 56.7 56.6

32 36.5 36.5 44.0 44.2 50.4 50.2 57.6 57.0

34 37.2 36.6 44.1 44.0 50.7 50.5 57.8 57.4

36 37.9 37.3 43.1 42.9 51.3 50.5 57.6 57.5

38 38.8 38.5 43.4 43.1 51.1 51.0 57.8 57.7

40 38.8 38.0 43.5 43.2 51.9 51.1 58.1 57.4

42 38.5 38.2 43.5 43.0 51.4 51.0 57.9 57.7

44 38.5 38.4 43.3 42.9 51.8 51.3 58.1 57.4

46 38.5 38.3 43.5 43.4 52.1 51.3 57.6 57.0

48 37.9 38.6 43.6 43.4 52.2 51.3 57.5 56.5

3 so 37.8 37.5 44.0 43.5 51.7 51.0 57.0 56.5 1 %

52 37.4 37.3 43.3 43.4 51.3 50.7 55.6 54.8

54 37.5 37.3 43.9 43.7 51.1 51.0 54.2 54.7

56 37.7 36.4 44.2 43.9 51.3 50.8 54.8 54.7

58 36.3 36.0 43.7 43.3 50.9 50.2 54.8 55.0

60 36.3 36.0 43.6 43.5 50.3 49.7 55.4 55.3

62 36.2 35.7 43.6 43.3 50.0 49.3 56.1 55.9

64 36.0 35.5 44.2 43.5 49.4 48.5 56.C 55.0

66 36.2 36.2 44.8 44.2 48.9 48.1 55.5 55.1

68 36.6 36.4 44.7 44.5 48.3 48.3 55.8 55.7 oele

7 36.7 36.5 44.5 43.9 48.7 49.0 56.5 56.3

72 37.3 3?.0 44.8 44.1 48.8 48.6 57.1 96.5 pp

74 37.9 37.0 44.7 44.2 48.1 48.1 57.2

4 76 38.4 37.6 43.8 44.1 49.7 49.0 56.4 55.'

78 38.1 37.5 43.6 43.8 47.9 48.4 55.5 59.7

80 39.1 37.4 43.6 43.7 48.9 48.3 55.3 55.E

82 38.6 37.2 45.5 44.3 49.2 49.0 55.6 56.5 , P

84 37.5 37.1 46.5 45.2 50.9 49.6 57.8 57.4

86 38.3 37.3 45.4 46.0 51.1 50.5 58.9 57.8

88 38.6 37.3 46,7 45.8 51.2 50.4 58.5 58.3

00 38.2 37.4 47.5 45.4 51.5 50.5 58.8 58.2

92 38.1 37.5 46.8 45.1 51.6 50.6 5q.2 57.4

94 39.0 38.3 47,9 45.1 51.4 51.2 59.4 '6."

96 40.4 39.2 47.0 45.5 52.0 51.6 58.3 56.8

98 41.0 39.7 46.7 45.5 53.3 51.9 59.0 57.5

5 100 40.0 39.6 49.6 45.8 53.4 52.3 58.1 '8.',

102 40.5 39.6 46.3 46.2 52.5 52.1 58.4 98.7

104 40.9 39.9 46.3 46.0 51.8 51.7 58.1 58.0 %

106 40.9 39.8 46.2 46.1 51.6 51. 1 55.5 57.8

108 39.9 39.4 46.9 46.3 51.7 5 .1 59.2 59.1 %

110 39.8 38.8 47.6 42.2 51.7 51.1 59.1 8.1 % -

112 39.2 18.7 47.8 46.6 51.5 50.7 58.7 58.;

114 38.9 38.5 47.7 46.4 50.q 50,4 58.1

116 39.2 38.7 47.5 46.3 50.6 50.8 57.9 97.'

118 39.6 38.9 47.3 46.1 51.0 51.0 59. q'.

120 40.9 39.0 46.3 46.2 51.) 5L.! 6(I. T 58.C %
22 4.3 38.7 45.4 46.3 51.7 56.9 597 57.7 .

124 39.21 38.5 44.9 45.7 50.8 49. 59.6 98.I
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Table 3

Summary of Mean Soil Elevation Difference,* Lane 1

Mean Elevation Difference for Item Indicated, in.
Lift 1 2 3 4 5

1 0.9 0.4 0.7 0.5 0.4

2 0.6 0.4 0.7 1.0 0.9

3 0.60.3 .6 11 0.

3 0.6 0.3 0.6 1.1 0.8

5 0.3 0.1 0.4 1.0 0.8

6 0.5 0.2 0.4 1.0 1.0

7 1.1 0.3 0.6 0.8 0.5

8 1.0 0.4 0.3 0.9 0.5

Total 3.412.1** 2.2 4.2 7.4 5.7

Mean 0.6/1.1 ~ 0.3 0.5 0.9 0.7

A.P

%. '..

*Difference between mean elevation before and after compaction.
*Lifts 1-6 =debris, lifts 7 and 8 =limestone.
t Debris/limestone.I
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Table 5
Dynamic Penetrometer Data, Lane I

Penetration Penetration/
Depth Increment Blows! Blow

Item Lifts mm umm Increment mm

11-4 28 28 10 2.8
157 129 10 12.9 4

250 93 10 9.3
330 80 10 8.0
398 68 10 6.8
459 61 10 6.1
533 74 10 7.4
594 61 10 6.1
669 75 10 2.5

11-8 20 20 5 4.0
127 107 5 21.4
182 55 5 11.0
223 41 5 8.2 S

263 40 5 8.0
305 42 5 8.4
338 33 5 6.6
368 30 5 6.0
397 29 5 5.8
430 33 5 6.6
460 30 5 6.0
498 38 5 7.6
533 35 5 7.0

561 28 5 5.6
593 32 5 6.4 4

627 34 5 6.8
657 30 5 6.0
675 18 5 3.6
702 29 5 5.4
728 26 5 5.2
762 34 5 6.8

*788 26 5 5.2
818 30 5 6.0
840 22 5 4.4
860 20 5 4.0
885 25 5 5.0
908 23 5 4.6
933 25 5 5.0
965 32 5 6.4
985 20 5 4.0

* (Continued)
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Table 5 (Continued)

Penetrat ion Penetration/
Depth Increment Blows/ Blow

Item Lifts mm mm Increment mm

2 1-4 14 14 10 1.4
183 169 10 16.9
298 115 10 11.5
410 112 10 11.2
498 88 10 8.8
597 99 10 9.9
679 89 10 8.9 k.

1-8 17 17 5 3.4
88 71 5 14.2
165 77 5 15.4
207 42 5 8.4

260 53 5 10.6
338 78 5 15.6
395 57 5 11.4

448 53 5 10.6
492 44 5 8.8

533 41 5 8.2.C'..
578 45 5 9.0

632 54 5 10.8
695 60 5 12.0

743 48 5 9.6
800 57 5 11.4
852 52 5 10.4
905 53 5 10.6

3 1-4 29 29 10 2.9
179 150 10 15.0

279 102 10 10.0

382 103 10 10.3

478 96 10 9.6

552 74 10 7.4

638 86 10 8.6 .,

771 133 10 13.3

3 1-8 28 28 5 5.6
125 97 5 19.4
188 63 5 12.6

237 49 5 9.8

278 41 5 8.2
313 35 5 7.0

350 37 5 7.4

388 38 5 7.6

(Continued)

(Sheet 2 of 4)
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Table 5 (Continued)

Penetration Penetration/
Depth Increment Blows/ Blow

Item Lifts mm mm Increment mm,

3 1-8 442 54 5 10.8
488 46 5 9.2
527 39 5 7.8
562 35 5 7.0
602 40 5 8.0
642 40 5 8.0
683 4! 5 8.2
725 42 5 8.4
763 38 5 7.6
800 37 5 7.4 0
840 40 5 8.0
878 38 5 7.6
917 39 5 7.8
953 36 5 7.2
977 24 5 4.8

4 1-4 70 70 5 14.0
318 248 5 49.6
405 87 5 17.4
473 68 5 13.6
536 63 5 12.6
592 56 5 11.2
637 45 5 9.0
765 128 5 25.6

4 1-8 68 68 5 13.6
300 232 5 46.4
392 92 5 18.4
457 65 5 13.0
512 55 5 11.0

563 51 5 10.2
603 40 5 8.0 1
645 42 5 8.4
678 33 5 6.6
717 39 5 7.8
750 33 5 6.6
787 37 5 7.4
817 30 5 6.0
848 31 5 6.2
880 32 5 6.4
907 27 5 5.4
937 30 5 6.0
953 16 5 3.2

(Continued)

(Sheet 3 of 4)
'S
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Table 5 (Concluded)

Penetration Penetration/
Depth Increment Blows/ Blow

Item Lifts mm Mm Increment mm

5 1-4 65 65 5 13.0

302 237 5 47.4
390 88 5 17.6
463 73 5 14.6
519 56 5 11.2
573 54 5 10.8
622 49 5 9.8

669 47 5 9.4
680 11 5 2.2
710 30 5 6.0
744 34 5 6.8
880 61 5 13.0

5 1-8 57 57 5 11.4
320 263 5 52.6
413 93 5 18.6
473 60 5 12.0

533 60 5 12.0

582 49 59.8 .
628 46 5 9.2
667 39 5 7.8 -

705 38 5 7.6
745 40 5 8.0
787 42 5 8.4

822 35 5 7.0

860 38 5 7.6
893 33 5 6.6

932 39 5 7.8
970 38 5 7.6

%



Table 6

Surface Elevation Data, Lane 2

Elevation, in., First Lift Elevation, in., Second Lift
Station Before After Before After

Item ft Compaction Compaction Compaction Compaction

1 0 26.5 24.0 39.6 38.1
1 0.0 25.6 0.0 38.0
2 27.9 26.0 40.1 40.5
3 0.0 25.5 0.0 39.9
4 27.3 24.1 40.8 39.7
5 0.0 24.0 0.0 39.8
6 27.5 24.0 41.4 39.8
7 0.0 24.3 0.0 39.7
8 26.9 24.4 40.4 39.6
9 0.0 22.8 0.0 39.3

10 26.9 22.5 40.9 39.7
11 0.0 22.7 0.0 40.3
12 26.3 23.1 41.6 41.2
13 0.0 23.4 0.0 40.8
14 27.2 23.0 41.9 40.4 -

15 0.0 23.6 0.0 40.1

16 27.1 24.3 41.5 40.5
17 0.0 24.7 0.0 40.7
18 26.1 22.9 41.9 40.7

19 0.0 21.7 0.0 41.5 e.
20 25.5 21.6 42.6 40.7
21 0.0 21.5 0.0 42.0
22 24.9 21.4 42.8 41.9
23 0.0 21.1 0.0 41.9
24 25.5 21.4 43.5 42.1

2 25 0.0 22.1 0.0 41.5
26 26.8 23.2 45.4 41.7
27 0.0 23.8 0.0 44.1
28 27.2 22.8 48.0 45.5
29 0.0 22.5 0.0 47.6
30 26.8 23.4 51.0 48.6 J"

31 0.0 23.5 0.0 51.7
32 26.2 23.1 52 5 52.1

33 0.0 22.8 0.0 51.8
34 26.5 23.2 53.3 50.9 .

35 0.0 24.1 0.0 50.1
36 26.9 25.1 54.0 50.9
37 0.0 24.4 0.0 52.7

38 26.9 23.4 54.6 52.9

39 0.0 23.4 0.0 51.9
40 26.5 24.0 53.5 51.5
41 0.0 23.8 0.0 51.7
42 26.3 23.5 52.8 51 2

(Continued)
(Sheet I of 3) 1



Table 6 (Continued)

Elevation, in., First Lift Elevation, In., Second Lift
Station Before After Before After

Item ft Compaction Compaction Compaction Compactionl

2 43 0.0 23.4 0.0 50.6 0

44 26.4 24.0 52.4 50.0
45 0.0 24.6 0.0 49.4
46 26.5 24.2 52.2 50.5
47 0.0 23.1 0.0 50.2
48 26.5 23.7 52.6 50.94
49 0.0 24.6 0.0 50.8

3 50 26.8 24.3 52.6 50.8
51 0.0 22.7 0.0 51.1
52 27.1 22.9 53.3 51.1
53 0.0 24.0 0.0 51.9
54 27.1 25.7 53.8 52.1
55 0.0 25.6 0.0 53.5
56 27.9 23.4 54.2 52.2
57 0.0 23.5 0.0 52.8
58 27.9 25.2 53.8 52.2
59 0.0 27.1 0.0 52.4
60 27.8 24.8 53.5 52.3 ee
61 0.0 23.7 0.0 50.2
62 28.2 23.8 53.2 49.4
63 0.0 25.8 0.0 49.9
64 28.2 27.1 52.3 50.8
65 0.0 23.5 0.0 50.9
66 27.6 23.1 51.8 49.8
67 0.0 24.4 0.0 49.9
68 27.5 26.9 52.2 50.8
69 0.0 20.2 0.0 54.4
70 27.4 24.7 51.8 53.5
71 0.0 24.7 0.0 51.8
72 26.1 26.2 51.5 50.5 r.
73 0.0 26.9 0.0 50.1
74 24.5 27.0 51.9 50.1

4 75 0.0 26.4 0.0 54.8
76 24.2 24.4 52.4 54.6
77 0.0 18.9 0.0 53.1
78 24.5 18.8 52.8 50.1
79 0.0 21.8 0.0 46.8
80 24.9 24.3 53.2 47.6
81 0.0 25.8 0.0 52.2
82 24.9 26.1 53.3 52.9
83 0.0 26.1 0.0 50.5
84 24.9 21.6 53.8 49.7
85 0.0 19.7 0.0 48.3

(Continued)

(Sheet 2 of 3)
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Table 6 (Concluded)

Elevation, in., First Lift Elevation, in., Second Lift
Station Before After Before After

Item ft Compaction Compaction Compaction Compaction

4 86 25.3 20.7 54.1 48.2
87 0.0 22.7 0.0 53.0
88 25.5 24.5 53.6 53.5
89 0.0 25.5 0.0 53.2
90 25.3 26.4 53.5 52.5
91 0.0 26.2 0.0 49.3
92 25.1 24.4 53.5 47.3
93 0.0 20.4 0.0 51.8
94 25.2 20.9 53.9 53.7
95 0.0 23.4 0.0 53.4
96 25.4 24.7 53.8 52.7
97 0.0 26.7 0.0 51.3
98 25.0 27.1 54.5 48.3
99 0.0 26.4 0.0 48.7

5 100 24.5 21.8 55.1 54.0
101 0.0 23.5 0.0 54.9
102 24.0 25.2 55.0 54.2
103 0.0 26.3 0.0 53.2
104 24.0 27.3 54.6 51.5
105 0.0 27.9 0.0 48.7
106 25.2 25.0 55.4 49.5
107 0.0 22.1 0.0 54.4
108 25.1 23.9 55.8 55.5
109 0.0 25.4 0.0 54.3
110 25.4 26.7 55.9 53.0
III 0.0 26.8 0.0 50.5
112 25.2 24.8 55.3 4e.0
113 0.0 20.1 0.0 49.7
114 25.4 22.2 54.8 54.3
115 0.0 23.7 0.0 54.7
116 25.0 25.5 54.0 53.5
117 0.0 26.2 0.0 52.0
118 25.1 24.9 53.5 49.5
119 0.0 20.8 0.0 47.2
120 27.1 22.7 53.2 49.3
121 0.0 24.9 0.0 53.6
122 27.7 26.7 53.2 54.4
123 0.0 28.3 0.0 53.1
124 28.3 28.4 53.2 52.5
125 0.0 26.8 0.0 50.5

(Sheet 3 of 3)



COr H - (n - 'j (

'-4)

C14 co-

>N 4*j w

ca 4 4 0 ) CA 9=1

ca- rCf C

> ( CN c -
co Q) -.

>1J-J4)a) r i

-4 -H

&j co4j10 r 1

cacar -4 CD ~ CC ' N C
"~ cc
r= " 4)

0 cn m%-

k" d4 en~ m- Lr) r-
C14~4 C - (N C14

-r J4J O'

cu4 co C:.C)4

1Ie4 0 U) C:

4-

o ( 4 C14 *v- %.0

P %

Lo~
C).%



s . 0

Table 8

SIary of Dry Density and Water Content Date. Lana 2

CE-55 Before Compaction After Compaction
Nsximum Dry Percent Dry Percent
Density Density CE-55 Water Density CE-55 Water

Soil lb/ Lift Depth lb/ Naximm Content Depth lb/ Maximew. Content
Lane Item cu ft No. in. cu ft Density percent in. cu ft Density percent Compaction Applied

2 1 Debris -- I D 115.1 - 9.5 0 124.7 - 8.5 6 passes
12 113.6 -- 10.1 12 121.4 -- 9.8
24 108.9 - 9.8 24 19. -- 11.3
36 103.5 -- 9.7 12 .7 9.9
Avg 110.3 9.8

2 1 Crushed 132.5 2 0 109.9 82.9 2.0 0 132.1 99.7 1.2 6 passes
limeatone
debris -- 12 112.6 85.0 2.0 12 131.9 99.6 1.2 6 passes, 2nd lift plus

132.0 99.7 1.2 6 passes. lot lift
Avg 111.3 84.0 2.0 24 126.8 -- 9.3

36 122.6 -- 10.3
48 118.3 -- 11.0

Avg 122.6 10.2

2 2 Silty 115.5 1 0 95.9 83.0 15.6 0 103.4 89.5 13.4 6 passes
clay 12 94.3 81.7 17.7 12 100.0 86.6 15.6

24 94.0 81.4 16.0 24 96.1 83.2 17.7
Avg 94.7 82.0 16.4 99.8 86.4 15.6

2 0 97.5 84.4 17.6 0 104.9 90.8 12.5 6 passes
12 96.9 83.9 14.7 12 102.5 88.8 13.7
24 96.9 83.9 13.4 24 101.8 88.1 13.6
.. .. .. .. 3 6 10 3 .2 8 9 .4 15 .1 6 p a s s e s . 2n d l if t p ns

6 passes, let lift
. .. .. .. 48 99.6 86.2 16.0

Avg 97.1 84.1 15.2 102.4 88.7 14.2

2 3 River send 117.7 1 0 93.9 78.5 6.9 0 102.1 86.8 6.8 6 passes
12 90.8 77.3 7.7 12 99.3 84.4 6.9
24 91.I 77.4 7.7 24 97.0 82.4 7.7
Avg 91.9 78.1 7.4 99.5 84.5 7.1

2 3 River sand 117.7 2 0 93.4 79.4 6.0 0 103.8 88.2 6.2 6 passes. 2nd lift plus
12 92.9 78.9 6.4 12 105.2 89.4 6.9 6 passes, lot lift
24 92.9 78.9 6.8 24 107.0 90.9 6.9
.. .. .. .. 36 100.2 85.1 8.3
.. .. .. .. 48 96.8 82.2 8.8
Avg 93.1 79.1 6.4 102.6 87.2 7.4

2 6 Gravelly 120.7 1 0 99.3 81.0 5.1 0 107.6 89.2 5.0 6 passes
sand 12 96.2 79.9 5.4 12 111.4 92.3 5.1

24 96.5 80.0 5.3 24 112.5 93.2 5.4
Avg 97.3 80.7 5.3 110.5 91.6 5.2

2 0 97.5 80.8 4.6 0 109.0 90.3 5.1

12 97.5 80.8 4.4 12 115.8 95.9 5.2
24 94.1 78.0 5.0 24 113.0 93.6 5.6 1'
.. .. .. .. 36 114 .0 94 .4 6 .8 I .
.. .. .. .. 48 113 .0 9 3.6 6 .3
Avg 97.3 79.9 4.7 113.0 93.6 5.8

5 Sand 113.0 1 0 93.0 82.3 3.3 0 99.1 88.0 3.2 6 passes
tailings 12 93.0 82.5 3.2 12 105.1 93.0 3.3 o"

24 93.4 82.7 3.3 24 102.3 90.5 3.2 1

Avg 93.1 82.4 3.3 102.2 90.5 3.2

2 0 94.1 83.3 2.3 0 100.8 89.2 2.9 6 passes. 2nd lift plus
12 94.3 83.5 2.8 12 106.1 93.9 2.9 6 passes, lst lift 1.
24 93.9 83.1 3.2 24 108.0 95.6 2.7
.. .. .. .. 36 107.3 95.0 3.4

.. .. .. .. 48 99.1 87.0 4.2 44
Avg 93.1 83.3 2.8 104.3 92.3 3.2
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Table 1I

Summary of Mean Density and Water Content Data

Density Percent
CE-55 Maximum Percent

Lane Item Material Before After Increase Increase

I 1 Crushed stone 87.2 95.6 8.4 9.6

I Debris 114.8 128.0 13.2 11.5

2 Silty clay 86.3 90.0 3.7 4.3

3 River sand 84.8 91.3 6.5 9.7

4 Gravelly sand 84.5 95.5 11.0 13.0

5 Sand tailings 88.3 97.5 9.2 10.4 % e

2 1 Crushed stone 84.0 99.7 15.7 18.7 -

1 Debris 110.6 122.6 12.0 10.9

2 Silty clay 83.1 88.7 4.7 6.6

3 River sand 78.6 87.2 8.6 10.9

4 Gravelly sand 80.1 93.6 13.5 16.9

5 Sand tailings 82.9 92.3 9.4 11.3
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Table 14

Data Summary-Change in Mean Elevation

and Mean Density

MDI
Divided

Total Mean Initial Mean by
Elevation Density** Density** Initial

Difference* TMD perce-it Increase Density
Lane Item TMD in. 60 in. CE-55 MDI percent

1 1 2.1 3.5 87.2 8.4 9.6 r,

2 2.2 3.7 86.3 3.7 4.3

3 4.2 7.0 84.8 6.5 7.7 A

4 7.4 12.3 84.5 11.0 13.0

5 5.7 9.5 88.3 9.2 10.4

2 1 1.1 1.8 84.0 15.7 18.7 4,

2 5.2 8.7 83.2 5.5 6.6

3 3.6 6.0 78.6 8.6 10.9 ..

4 3.7 6.2 80.1 13.5 16.9 A

5 3.0 5.0 82.9 9.4 11.3

Taken from Table 3.

**Taken from Table 11I.
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I APPENDIX A: DYNAMIC CONE PENETROMETER %

1. The Dynamic Cone Penetrometer (DCP) has been described by Kleyn,

Maree, and Savage (1982).* The DCP consists of a 16-mm-diam steel rod with a

60-deg cone at one end having a diameter of 20 mm (Figure Al). The rod is

driven into the soil by means of a 8-kg sliding weight hammer having a 575-mm

fall. Penetration of the DCP into the soil is determined by means of a mea-

suring rod attached parallel to the driven rod. At the lower end, the measur-

ing rod rests on the soil and is connected to the drive rod by a transverse

member which is fixed to the measuring rod at one end and attached to the

drive rod at the other end by means of a spring clip device. The spring clip

holds the drive rod in place to maintain lateral spacing between rods but

allows free vertical measurement of the drive rod.
2. At the upper end, the measuring rod is attached to the drive rod by

a transverse member which is fixed to the drive rod at one end and is attached

to the measuring rod by a spring clip which moves freely down the measuring

rod as the drive rod penetrates the soil. Penetration of the drive rod is ,'

determined by movement of the upper spring clip. In practice, the DCP is nor-

mally operated by three people -- one maintaining the instrument in a vertical

position by means of the handle at the upper end of the device, another oper-

ating the hammer, and a third recording the penetration reading. A fixed num-
a,

ber of blows is applied with the hammer, i.e., 5 to 10 blows, after which the

penetration reading is recorded. By this procedure, one can determine at any

depth a measure of soil resistance in terms of millimeters per blow. This

valuee is termed the DCP number. Measurement may be made with this device up a,.

to a depth of 1,000 mm.to.

%

All references cited in this Appendix are included in the References at the

end of the main text.
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Figure Al. The portable pavement DCP
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